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4 Way 8dB Terminated High  
Isolation Tap for MATV and Satellite
17MM-DM34Q-8T

The 17MM-DM34Q-8T is a high isolation 8dB terminated 4 
way ‘F’ type tap covering frequencies from 5 to 2400MHz, 
making it ideal for satellite and terrestrial connections. The 
DM34Q-8T is ideal for end-of-line connections because of 
its low side loss while maintaining high isolation port to 
port. The DM series taps are available from 2 to 8 way to 
cater to your needs.

Features and Benefits
	» 8dB terminated tap for satellite and terrestrial signal
	» Return loss ≥10dB
	» Tap loss 8dB
	» Frequency range 5-2400MHz
	» Can be mounted vertical or horizontal for ease of 
installation

Frequency (MHz) Typical Value (dB)

Tap Loss  
(dB) IN-TAP

5-40 8.0±2.0
40-692 8.0±2.0

692-1000 8.0±2.0
1000-1500 8.0±2.5
1500-1860 8.0±3.0
1860-2400 9.5±3.0

Mutual Isolation  
(dB) TAP-TAP

5-40 ≥22
40-692 ≥22

692-1000 ≥22
1000-1500 ≥20
1500-1860 ≥20
1860-2400 ≥20

Return Loss  
(dB) IN/TAP

5-40 ≥10
40-692 ≥10

692-1000 ≥10
1000-1500 ≥10
1500-1860 ≥10
1860-2400 ≥10


