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WISI Optopus Direct Modulated 1550nm 

Transmitter 10dBm (25km)

20MM-LX15S1000

Features and Benefits

	» 1550nm 10dBm direct modulated output

	» Optical transmitter for use in WISI Chassis  

LX50 and LX52

	» Adjustable OMI

	» Automatic level control (ALC)

	» SBS suppression

	» Dispersion compensation

20MM-LX15S1000 Specifications

Downstream

Laser type Temperature stabilized DFB laser

Wavelength 

transmitter 1
1555 nm (±10 nm)

Optical output power 10 dBm (10 mW)

Frequency range 10...1006 MHz

Optical return loss >40 dB

Input level broadcast 78 dBµV (PAL-Level)

Input level 

Narrowcast

84 dBµV (QAM-Level, 4 dB back 

off)

Level control 

narrowcast
±2 dB (adjustable)

Inputs AGC ±5 dB

Decoupling NC/BC 

input
≥50 dB

Electrical re ection 

loss
≥20 dB (-1 dB /oct., min. 17 dB)

Ripple ≤ ±0,5 dB

Relative Intensity 

Noise 1
< -155 dB√Hz

SBS suppression 16 dBm

CSO ≥60 dBc (42 channels CENELEC)

CTB ≥65 dBc (42 channels CENELEC)

Transmission length 25 km

Input measurement 

socket
-20 dB (BC-Input level)

Connectors

F-socket 1 pcs.

General data

Power consumption ≤7 W

Dimensions (WxHxD) 30 x 133 x 320 mm

Environmental 

parameters

-5...+45°C (ETSI EN 300 019-1-3 

Class 3.1)


