
Page 1 of 1
Modified 24 Mar 2021

AU Technical Support 1800-AERIAL237425   www.matchmaster.com.au

NZ Technical Support 0800-AERIAL237425   www.matchmaster.co.nz

Terra Fibre Receiver 115dBµV output with SC/
APC connectors 47-862MHz

20MM-OD100

Terra OD100 is a powerfull CATV band fibre receiver 

suitable for terrestrial and DVB-C frequencies. Built in 

Gain control for a stable 115dBµV output with an input 

range of -7 to +2dBm. Perfectly matched to Terras MO418 

and MO428 series transmitters.

Features and Benefits

	» Suited to larger networks with 115dBµV output with 

frequency range of 47-862MHz

	» Output level (AGC controlled, 4.9% OMI) 115dBµV

	» Digital indication of optical input level and other 

parameters

	» AGC based on Optical input level

	» Robust die-cast housing

	» Electronic setting of all parameters

20MM-OD100 Specifications

Optical wave length 1100-1600nm

Optical input level (AGC 

range)

-7...2dBm

Optical return loss <40dB

Noise current density ≤7.0pA/√Hz

Frequency range 47-862MHz

Impedance 75Ω
Return loss ≥18dB at 40MHz -1.5dB/oct

Frequency response ±0.75dB
Output level (AGC 

controlled, 4.9% OMI)

115dBµV

Output level (CTB, 

EN50083-3)*

113dBµV (42 ch.)

Output level (CSO, 

EN50083-3)*

113dBµV (42 ch.)

Interstage attenuator** 0-15.5dB by 0.5dB step

Interstage equalizer** 0-15.5dB by 0.5dB step

Loss in test point -20dB ± 0.7dB

Power consumption 230V~50/60Hz 12W

Operating temperature 

range

-20° ÷ +50°C

Dimensions/Weight 

(packed)

213x138x76mm (with fixing 

ears)/1.35kg

* output level (CTB, CSO) is measured with 6dB  

interstage equalizer

** software control


