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IPTV SAP Receiver Client HD Set Top Box
22MM-IPSTB

A compact IPTV receiver by TERRA Electronics running a 
Linux based operating system with high performance CPU. 
Can be used in standalone networks by pre-configuring 
channel lists and loading via USB or can be used in a 
network running SAP protocol. Perfect for use with TERRA 
DVB to IP and HDMI to IP streamers such as  
14MM-STI440 and 14MM-MHI440. Features built in media 
player to play back media files from local USB drives.

Features and Benefits
	» LINUX operating system
	» SDP/SAP protocol support
	» Multimedia file browser to play back local content via 
USB port

	» High performance CPU
	» Supports HDMI version 2.0a with CEC up to  
4K 60p HDR

	» Software updates via USB

CPU ARM A53, 1.5 GHz
Memory
DDR4 1 GB
flash NAND 128 MB
flash SPI 2 MB

Video decoding
MPEG-2, MPEG-4, H.264. 

H.265 (up to 4k/p60 HDR)
Audio decoding MPEG-2, MP3, LPCM, etc
Multimedia

Supported formats

 

 

player .mkv, .mov, .avi, m2ts, 
etc

picture BMP, GIF, JPEG, 
PNG, TIFF

USB storage NTFS, F AT, 
EXT3

Rear panel
HDMI LAN 10/100 Mbit
USB USB 2.0
Ethernet RJ45 10/100 Mbit

Video-audio
TRRS connector 3.5 mm, 

CVBS (SD)
IR external TRRS connector 2.5 mm
Power DC jack 1.7/4.0 mm

 

Wireless
WLAN 802.11 b/g/n dual 

channel 300 Mbit
Supply Power up to 10 W
Supply power on passive 
stand by mode up to 0.5 W

Powering 5V 1600mA
Operating temperature 
range 0° C ÷ +45° C

Dimensions/Weight 
(packed) 110x35x110 mm/0.55 kg


