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2MP HD Dome IP Camera Wi-Fi 3.6mm Lens 

720p Resolution

50MM-WD2MPFLIR25

Features and Benefits

	» Dome camera Wi-Fi connection

	» 2MP 720P resolution

	» 3.6mm fixed lens

	» IR range 25m

	» Required 12V DC adapter

	» Ingress protection IP65

50MM-WD2MPFLIR25 Specifications

Camera

Image Sensor 1/3” Progressive Scan Sensor  2035

Effective Pixels 1920 (H) x 1080 (V)

Min. Illumination 0.01Lux@F1.2 (AGC ON), 0Lux IR on

Day/Night Auto/Color/(B/W)/Timing

WDR Digital WDR

White Balance Auto

AGC/BLC Support

3D-DNR ON/OFF

Encode

Embedded 
Solution

Hi3516C

Video Resolution
Dual-stream: 1920x1080@15fps,

640x480@15fps

IR Led

IR Led 6pcs Array IR Leds

IR Distance 35M

Lens

Lens 3.6mm Fixed lens

General

Network Port 1-RJ45/WIFI 802.11b/g/n

Power Supply 12 VDC  1A

Power 

Consumption
< 6W

Operating Temp. -30°C-(+60)°C, 10%-90%RH


