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The 5G13 is a high-gain omnidirectional wideband 5G/4G 
LTE antenna, spanning 617-3800MHz with 9dBi gain. It 
includes band 71 and 3.5 GHz 5G bands, ensuring future-
proof performance. With an IP65 rated enclosure, it’s built 
to withstand urban, rural, and industrial environments. 
Designed to support both current 4G LTE and future 5G 
connectivity. It is an ideal solution for urban and rural 
cellular networks, commercial and industrial applications.

Features and Benefits
	» High gain omnidirectional antenna including stainless 
steel mounting bracket for wall or pole mounting - 9dBi

	» Wideband coverage: Operates across 617 - 3800MHz, 
including band 71 (617 to 698MHz) and the 3.5GHz 5G 
bands.

	» Future-proof design: Its wideband operation makes 
the antenna suitable for upcoming technological 
advancements.

	» Perfect for use in urban, industrial and rural builds for 
Cel-Fi, router and M2M applications

	» Robust and weather-resistant design with an IP65 rating 
for durability in various conditions.

	» N type socket connection interface

5G/4G High Gain Omnidirectional Antenna 
617-3800MHz 9dBi with N Socket
56MM-5G13

Electrical Specifications
Frequency Bands 617 – 960 MHz

1427 – 1517 MHz
1710 – 2700 MHz

3400 – 3800 MHz
Gain (Max) 6 dBi @ 617 – 960 MHz

6 dBi @ 1427 – 1517 MHz
9 dBi @ 1710 – 2700 MHz

8 dBi @ 3400 – 3800 MHz
VSWR < 2.5:1
Feed Power Handling 10 W
Input Impedance 50 Ohm (nominal)
Polarisation Linear Vertical
DC Short Yes
Mechanical Specifications
Product Dimensions 635 x Ø71 mm (excl. 

bracket)
Packaged Dimensions 700 x 95 x 90 mm
Weight 0.41 kg
Packaged Weight 1.14 kg
Radome Material ABS (Halogen Free)
Radome Colour Pantone – Cool Gray (1C)

RAL 7047
Mounting Type Wall and Pole Mount
Environmental Specifications, Certifications and 
Approvals
Antenna Wind Survival <160 km/h
Temperature Range 
(Operating)

-40°C to +80°C

Environmental Conditions Outdoor/Indoor
Ingress Protection IP 65
Salt Spray MIL-STD 810G/ASTM B117
Operating Relative 
Humidity

Up to 98%

Storage Humidity 5% to 95% - non-
condensing

Storage Temperature -40°C to +80°C
Enclosure Flammability 
Rating

UL 94-HB

Impact Resistance IK 08
Product Safety & 
Environmental

Complies with CE and 
RoHS standards


