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The 5GPA1 is a high-performance flexible paddle-style 

antenna for 4G, 5G mobile and Wi-Fi networks, offering 

full bandwidth for 5G NR and 4G LTE coverage. With 

its versatile design and innovative hinged swivel for 

flexible antenna orientation, the 5GPA1 is ideal for various 

applications, including small room coverage, when used 

with a Cel-Fi signal repeater.

Features and Benefits

	» Paddle antenna covering 4G LTE and 5G NR bands - 

617-960MHz, 1427-2690MHz, 3300-5000MHz and 5150-

5925MHz

	» 1.6 dBi 5G NR peak gain

	» Industry-leading 4.3-10 interfaces with an insertion loss 

of 0.1dB

	» Ground plane independent dipole antenna

	» Perfect for use with Cel-Fi, routers, ATMs, IoT 

dispensers, vending machines, electrical metering and 

many other applications

	» Self-supporting hinged mount with SMAp connector

5G/4G Paddle Antenna  
617-5925MHz SMAp
56MM-5GPA1

Specifications

Technologies

Standards 5GNR / 4G LTE / FirstNet / CBRS / LPWA / CAT-X / CAT-Mx / CAT-NBx / NB-IoT / 3G / 2G

Frequency (MHz) 617-960 1427-2690 3300-5000 5150-5925

Band (MHz) 600, 700, 850, 900 1500, 1600, 1700, 

1800, 1900, 2000, 

2100, 2300, 2500, 

2600

3300, 3500, 3600, 

3700, 4500

5200, 5500, 5800

5GNR Bands n5, n8 ,12, n20, n28, 

n71, n81, n82, n83

n1, n2, n3, n7, n25, n34, 

n38, n39, n40, n41, 

n50, n51, n66, n70, 

n74, n75, n76, n80, 

n84, n86

n77, n78, n79

4GLTE Bands B5, B6, B8, B12, B13, 

B14, B17, B18, B19, B20, 

B26, B27, B28, B29, 

B44, B67, B68, B71, 

B85

B1, B2, B3, B4, B7, B9, 

B10, B11, B21, B23, B24, 

B25, B30, B32, B33, 

B34, B35, B36, B37, 

B38, B39, B40, B41, 

B45, B50, B51, B65, 

B66, B69, B70, B74, 

B75, B76

B22, B42, B43, B48, 

B49, B52

B46, B47, B252, B255

3GCELL Bands B5, B6, B8, B12, B13, 

B14, B19, B20, B26

B1, B2, B3, B4, B7, B9, 

B10, B11, B21, B25, B32, 

B33, B34, B35, B36, 

B37, B38, B39, B40

B22



Page 2 of 2
Modified 11 Nov 2024

AU Technical Support 1800-AERIAL237425   www.matchmaster.com.au

NZ Technical Support 0800-AERIAL237425   www.matchmaster.co.nz

5G/4G Paddle Antenna  
617-5925MHz SMAp
56MM-5GPA1

2GCELL Bands 710, 750, 810T, 850, 

900P, 900E, 900R

1800DCS, 1900PCS

CDMACELL Bands BC0, BC2, BC3, BC7, 

BC9, BC10, BC12, 

BC18, BC19

BC1, BC4, BC6, BC8, 

BC13, BC14, BC15, 

BC16, BC20, BC21

Return Loss (dB) ~-11.2 ~-10.7 ~-11.4 ~-8.8

VSWR ~2.0:1 ~2.6:1 ~2.3:1 ~2.2:1

Efficiency (%) ~37.6 ~43.3 ~35.1 ~41.9

Peak Gain (dBi) ~-1.1 ~0.5 ~0.3 ~1.6

Average Gain (dB) ~-4.3 ~-3.8 ~-4.6 ~-3.8

Impendance (Ohm) 50

Polarisation Linear

Radiation Pattern Omnidirectional

Max. Input Power (W) 25

Connector Type SMA-Male

Antenna Measurement 

Conditions

Free Space

Measured in Certified CTIA 3D Anechoic Chamber

Mechanical and environmental specifications

Mounting Type Connector Mount

Dimensions (mm) 135 x 19 x 10

Radome PC/ABS UV Stable

Radome color Black

Connector Feature Hinged

Operating 

Temperature (C)

-40 to +85

Storage Temperature 

(C)

-40 to +85

Substance Compliance RoHS


