
- MANUAL FOR PC CONNECTION - 
 
[STEP 1 : Software Requirements] 
 
To upload/download the channel plans or upload the stored file(s), 
you need both CP2102 USB to UART Bridge Controller driver and 
HyperTerminal Software.  
 
1)CP2102 USB to UART Bridge Controller Driver 

Installation Instructions 
 
Step #1: Install Driver 
Locate the driver on CDROM in USB Drivers Folder Install a driver according to 
your operating system  
 

Windows 2000, XP Driver           Win98SE drive 

 
 
 
 
 
 
Follow the on screen setup instruction. After setup, driver will be installed to 
following if your operating system is Windows 2000/XP/Server 2.3/Vista(V.50)  
http://www.silabs.com/tgwWebApp/public/web_content/products/Microco
ntrollers/USB/en/mcu_vcp.htm  
 
or if your operating system is Windows 
98SE, http://www.wisuite.com/downloads/drivers/  
 
You can also download both drives from http://www.telemannco.com/e-
software.htm   
  
Step #2: Connect USB cable between the meter and a PC 
 
Step #3: Install Hardware Driver 
The found new hardware popup will be shown 
 

http://www.silabs.com/tgwWebApp/public/web_content/products/Microcontrollers/USB/en/mcu_vcp.htm
http://www.silabs.com/tgwWebApp/public/web_content/products/Microcontrollers/USB/en/mcu_vcp.htm
http://www.wisuite.com/downloads/drivers/
http://www.telemannco.com/e-software.htm
http://www.telemannco.com/e-software.htm


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Step #4: Checking for Comport 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2) HyperTerminal Software 
If you are using Windows 98/98SE/ME/2000/XP, HyperTerminal 
software is one of basic programs. To start HyperTerminal go to the 
Start Menu -> Programs -> Accessories-> Communications -> 
HyperTerminal(Windows 95/98 may show Hypertrm .exe). 
 
 
[STEP 2 : Communication Configuration] 
 
Before uploading/downloading the channel plans or uploading the 
stored file(s),  



the communication parameters of your computer should be the same 
as those of the meter.  
 
1. Connect the meter to your computer using USB cable.  
 
2. Turn the power of your computer on, and go to the HyperTerminal. 
Select Start > Programs > Accessories > Communications > 
HyperTerminal. A large window will appear, titled New Connection - 
HyperTerminal. A small window is titled Connection Description and 
displays New Connection. Enter any appropriate name for the new 
connection file and select any icon. File name can be descriptive, such 
as Test, low1, TAB2, or ROOM3. Select OK. 
The HyperTerminal working window will now display the file name in 
the title bar, followed by HyperTerminal. A small window will appear 
requesting area code, phone num ber, etc. Skip all entry fields except 
Connect using. Select COM port which is matched with your operating 
system. If you don’t know which COM port is suitable for your system, 
click on My Computer  Properties  Hardware  Device 
Manager  Ports. You can see which port is for CP210x USB to 
UART Bridge Controller. 
 
Click OK and COM Port Properties window will open.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3. Turn the power of meter on by pressing the POWER button, and 
go to SYSTEM CONFIG mode by pressing the FINGER button more 
than 2sec. Use the UP and DOWN button to scroll to USB PORT 
SETUP. Press the ENTER button to enter it.  
 



 
 
 
 
 
 
 
The required communication configuration is as follows; 
 
* Baud rate : The baud or bit rate The baud or bit rate establishes the 

speed of communications between the meter and 
another device.  
Baud values available are 9600, 38400, 57600 and 
115200.(38400 recommended)  

* Data Bit : Data bits available are 7 and 8.(default : 8) 
* Stop Bit : Stop bits available are 1 and 2.(default : 1) 
* Parity Bit : Parity bits available are NONE, ZERO, ODD and EVEN. 
              (default : NONE) 
* Flow Control : Hardware  
 
The communication parameters of your computer should be 
the same as those of the meter.  
 
4. In HyperTerminal, click on ‘File  Properties  Setting  
Emulation. Select ‘ANSI’, then OK. 
 
 
 
[STEP 3 : Uploading/Downloading] 
 
1. How to upload all channel plans from the meter to a 
PC? 
 
(1) In HyperTerminal, click on ‘Transfer  Capture Text…’ . A 
dialog box appears where you can enter a filename and choose the 
folder where it will be saved. HyperTerminal uses ‘CAPTURE.TXT’ as 
a default filename – you can change this to whtever you like. Press 
‘Start’ when done.  
(2) In USB PORT SETUP, use the UP and DOWN buttons to scroll 
to PLAN UPLLOAD item, then press the ENTER button. ‘YES’ 
message will appear on the screen. If you press the ENTER button, 
all channel plans written to the will captured and saved to the 
specified file. 



(3) When you have finished, click on ‘Transfer -> Capture Text -> 
Stop’. The file is a normal text file which you can view or edit using 
any text editor such as Notepad.  
 
[Editing for channel plan(s)] 
You can view or edit the uploaded channel plan(s) using any text 
editor such as Notepad because the uploaded file is a normal text file 
as show the following example: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



(a) PLAN : You can edit the name of channel plan up to 15 
characters whatever you want.  

 
(b) DATE : You can edit the date of the file but this edited date 

will not be adjusted to the logger date of meter.  
 

(c) UPSTREAM RANGE : The upstream range can be editable 
according to your working system.  

 
(d) UPSTREAM BANDWIDTH : The upstream bandwidth can 

be editable from 0.0MHz to 25.0MHz. 
 

(e) NARROW BAND RANGE : The narrow band range can be 
editable from 0.0MHz to 25.0MHz.  

 
(f)    NARROW BANDWIDTH : The narrow bandwidth can be 

editable from 0.0MHz to 25.0MHz. 
 

(g) AUDIO 1 OFFSET : The audio 1 offset can be editable 
according to your working system.  

 
(h) AUDIO 2 OFFSET : The audio 2 offset can be editable 

according to your working system. 
 

(i)    C/N OFFSET : The C/N offset can be editable from -
24.0MHz to +24.0MHz.  

 
(j)    C/N BANDWIDTH : The C/N Bandwidth can be editable 

from 0.0MHz to 24.0MHz. 
 

(k) C/N NOISE FREQ : In case of model 1500, the C/N Noise 
Frequency can be editable from 45.0MHz to 870MHz. In 
case of model 1500L or model 1500D, this can be editable 
from 5.01MHz to 870MHz. For all models, if you enter 
0.0MHz, this will be adjusted to F△  

 
(l)    Measurement Unit : You can enter the measurement unit 

between dBmV, dBm, or dBμV. 
 

(m) SCAN REFERENCE LEVEL : The scan reference level can be 
editable as 50dBμV or 55dBμV or 60dBμV or 65dBμV or 
70dBμV or 75dBμV or 80dBμV or NONE 



(Or -10dBmV or -5dBmV or 0dBmV or 5dBmV or  
10dBmV or 15dBmV or 20dBmV or NONE 

 
Or -58dBm or -3dBm or -48dBm or -43dBm or  
-38dBm or -33dBm/-28dBm or NONE) 

        
[REMARK : You should use the same measurement 
unit as the above-defined unit.  

 
(n) MIN VIDEO LEVEL : You can enter your desired min. video 

level from 50dBμV to 112dBμV(or -10dBmV to 52dBmV 
or -58dBm to 3dBm) or NONE.  

 
[REMARK : You should use the same measurement 
unit as the above-defined unit.  

 
(o) MAX VIDEO LEVEL : You can enter your desired max. 

video level from 60dBμV to 122dBμV(or 0dBmV to 
62dBmV or -48dBm to 13dBm) or NONE. 
 
[REMARK : You should use the same measurement 
unit as the above-defined unit.  
 

(p) MIN ANALOG CH C/N : You can enter the minimum C/N 
limit range for all active analog channels from 30dB to 
60dB or NONE. 
  

(q) MIN. DIGITAL CH C/N : You can enter the minimum C/N 
limit range for all active digital channels from 10dB to 40dB 
or NONE. 
 

(r)    BANDWIDTH : You can enter your desired digital 
bandwidth ranging from 0.10MHz to 20.00MHz or AUTO. 
If you enter ‘AUTO, the meter will automatically detect the 
digital channel bandwidth for the selected channel plan by 
user.  

 
(s) CH-OFFSET : You can enter the digital channel offset from 

+0.000MHz to +15.000MHz in 125MHz step. 
 

(t)    MODULATION-TYPE : 1500series can measure the 
average power for any modulation type.  

 
①  CHAN-NO : You can edit each channel number up to 



5charaters. You can enter the channel label like X, S.. up to 
2characters and then, channel number up to 3 characters like 038.  
 
② FREQ : You can enter your desired frequency for each channel 
like xxx.xx 

 
③ TYPE : You can define the signal type for each channel. IF you 
want to set the signal type as analog channel, you have to enter 
‘TV’ and as for the digital channel, you have to set DIG1. 
 
④ SCAN/TILT/SKIP : If you mark ‘O’, this means ‘ACTIVE’ 
and ‘X’ means ‘INACTIVE’. 

 
⑤ ‘AUTO’ : This item will not adjusted to model 1500series. 

 
⑥ Be sure to enter ‘END OF PLAN’ command after the last 
channel number of each channel plan and ‘END OF FILE’ 
command after the last channel of the last channel plan. 
Therefore, both ‘END OF PLAN and ‘END OF FILE’ commands 
should be followed after the last channel number of the last 
channel plan.  

 
2. How to download your desired channel plan(s) from a 
PC to the meter?  
 
(1) In HyperTerminal, click on ‘Transfer -> Send Text File…’ then 
navigate to the file you want, select it and press ‘Open’.  
 
(2) In USB PORT SETUP, use the UP and DOWN buttons to scroll 
to PLAN UPLLOAD item, then press the ENTER button. ‘YES’ 
message will appear on the screen. If you press the ENTER button, 
the selected file will be downloaded from a PC to the meter.  
 
3. How to upload all data logger files from the meter to a 
PC?(Mode 1500D only)  
 
(1)In HyperTerminal, click on ‘Transfer  Capture Text…’ . A 
dialog box appears where you can enter a filename and choose the 
folder where it will be saved. HyperTerminal uses ‘CAPTURE.TXT’ as 
a default filename – you can change this to whtever you like.  
Click ‘Start’ when done.  
 
(2) In DATA LOGGER mode, use the UP and DOWN buttons to 
scroll to UPLOAD ALL item, then press the ENTER button. ‘PRESS   



KEY’ message will appear on the screen. If you press the ENTER 
button, all data logger files written to the will captured and saved to 
the specified file. 
(3) When you have finished, click on ‘Transfer -> Capture Text -> 
Stop’. The file is a normal text file which you can view or edit using 
any text editor such as Notepad.  
 
4. How to upload one selected data logger file from the 
meter to a PC?(Mode 1500D only)  
 
(1)In HyperTerminal, click on ‘Transfer  Capture Text…’ . A 
dialog box appears where you can enter a filename and choose the 
folder where it will be saved. HyperTerminal uses ‘CAPTURE.TXT’ as 
a default filename – you can change this to whtever you like.  
Click ‘Start’ when done.  
 
(2) In DATA LOGGER mode, use the UP and DOWN buttons to 
scroll to UPLOAD FILE item, then press the ENTER button. the file 
directory appears with the filenames, date, and time of all existing 
files. Use the ARROW buttons to scroll to the filename of the file you 
wish to upload it to a PC. After selecting the file, If you press the 
ENTER button, the measurement data in the selected file written to 
the will captured and saved to the specified file. 
 
(3) When you have finished, click on ‘Transfer -> Capture Text -> 
Stop’. The file is a normal text file which you can view or edit using 
any text editor such as Notepad.  
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