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Connectors*  
Twist on RG6 ‘F’ Type

7-13

NB - It is important the centre conductor protrudes 1.5 - 3mm �past the nut 
to ensure good contact with the female connector. �*Indoor use only. Do 
not allow exposure to moisture or harmful �outside elements. Suitable for 
Analogue/Digital Terrestrial TV �& Satellite reception.	

Part number Quantity Packaging

08MM-F6T 100 Bag

DA-F6TH 20 Display Pack

DA-F6TH2 2 Display Pack

This Product can be used in conjunction with: 

Part number Description

06MM-E6Q RG6 quadshield/standard coaxial cable

08MM-ST03 RG59/6/11 coaxial cable stripper

08MM-ST10 Coax Cable Stripper with Spanner
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2mm

6.5mm

6.5mm

13mm

13mm

2mm

6.5mm

6.5mm

13mm

13mm

2mm

6.5mm

6.5mm

13mm

13mm

2mm

6.5mm

6.5mm

13mm

13mm

2mm

6.5mm

6.5mm

13mm

13mm

3.	Fold back outer braids.

4.	Slide on Connector, leaving 2mm of centre 
conductor protruding. Dielectric should  
also be flush with the bottom of the nut.

CABLE PREPARATION INSTRUCTIONS

2.	Cut jacket through to  
braid 13mm.

1.	Cut braid through dielectric  
and foil 6.5mm to centre  
conductor.


